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End  Suction  Process  Pump

MODEL  TLS

End  Suction  Process  Pump

MODEL  TFS

Materials are written in JIS std.Materials are written in JIS std.

Food Industry
Paper and Pulp Industry
Petrochemical Industry
Inorganic Chemical Industry

Motor Vehicle Industry
Steel Industry
Metal Goods Industry

Food Industry
Paper and Pulp Industry
Petrochemical Industry

Inorganic Chemical Industry
Motor Vehicle Industry
Steel Industry

• Disassembly and inspection are possible without removal
of the suction and discharge piping.

• For shaft sealing, various mechanical seals are available in
addition to gland packing.

• The clearance before the impeller can be adjusted with
ease by laminating adjustment sheets and shims.

Liquid

Allowable suction pressure
Max. working pressure

Construction

Flange

Materials

Coupling
Coupling guard

Water/Chemical water
-29 to 150℃
0.7 to 1.0kg/L
0.3MPa｛3kgf/㎠｝
1.37MPa｛14kgf/㎠｝
Semi-open type
Gland packing, External-flushing, Mechanical seal
Ball bearings, Oil bath
JIS10K FF
Cast iron type
FC250
FC200/SCS14
S35C
SUS403
SUS316 coating processed
Disk type
Enclosure type with hinges

Specification
Temperature
Density

Impeller
Shaft seal
Bearing

Casing
Impeller
Shaft
Shaft sleeve

JIS10K RF
Stainless type
SCS14
SCS14 (*1)
SUS316 (*1)
SUS316

*1. It is available only model which standard casing material is cast iron.

Features
• Since the casing has a structure dividable into three parts,

easy assembly and disassembly of the pump is possible
without removal of the casing from the discharge piping.

• The clearance between the impeller and the front side plate
can be adjusted from the outside without disassembly of the pump.
Accordingly, replacement of the impeller is possible in a short time.

• No damage is given to the shaft due to the use of a labyrinth seal.
• For shaft sealing, various mechanical seals are available in

addition to gland packing.

Liquid

Allowable suction pressure
Max. working pressure

Construction

Flange

Materials

Coupling
Coupling guard

Water/Chemical water
-29 to 150℃
0.7 to 1.0kg/L
0.3MPa｛3kgf/㎠｝
0.68 to 1.27MPa｛7 to 13kgf/㎠｝
Full-open type
Gland packing, External-flushing, Mechanical seal
Ball bearings (Oil bath)
JIS10K RF
Main stainless type
FC200
SCS13
SUS304
SUS304
SUS304 coating processed
SUS316 coating processed
Disk type
Enclosure type with hinges

Specification
Temperature
Density

Impeller
Shaft seal
Bearing

Casing
Impeller
Shaft
Shaft sleeve

Stainless type
SCS13
SCS13
SUS304
SUS304

Features

HTFS-52F4 HTFLS-5AF3 HTFS-62F4 HTFLS-6AF3


